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Asbestos Demolition and Renovation
NACT 251
Final Exam

1.	Asbestos is a man-made material.

	a.	True
	b.	False


2.	ACM must be kept wet during removal. When is the material required to be 	wetted?

	a.	A day before the removal begins
	b.	Before, during and after it is removed
	c.	Immediately following removal
	d.	All of the above are required


3.	A material is considered "asbestos-containing" if appropriate analysis reveals 	asbestos present in concentrations of:

	a.	Greater than 10%
	b.	Greater than 5%
	c.	Greater than 1%
	d.	Greater than 0.1%


4.	Friable materials generally pose a greater potential for hazard than do non-friable 	materials because of:

	a.	Fiber release
	b.	Fiber size
	c.	Fiber composition
	d.	Fiber type


5.	Which of the following lung structures are associated with ultra-fine asbestos fibers 	penetrating to the depths of the lungs?

	a.	Cilia
	b.	Bronchi
	c.	Sternum
	d.	Alveoli

6.	Section 112 of the Clean Air Act (CAA) gave the US EPA responsibility for 	enforcing regulations relating to asbestos renovations and demolitions.

	a.	True
	b.	False


7.	Federal asbestos regulations include all of the following, except:

	a.	Asbestos Hazard Emergency Response Act (AHERA)
	b.	Asbestos School Hazard Abatement and Reauthorization Act (ASHARA)
	c.	Ban of Asbestos Containing Toxics, BACT
	d.	40 CFR 61 Subpart M Asbestos NESHAP


8.	The analysis of bulk samples of ACM is most commonly performed using:

	a.	PCM
	b.	TEM
	c.	SEM
	d.	PLM


9.	The Federal NESHAP requires which of the following prior to commencing 	removal or demolition of ACM?

	a.	Declaration of where materials will be disposed. 
	b.	File all applications for exemption prior to the removal work.
	c.	File a notification 10 days in advance of the removal work.
	d.	A site-specific Federal Demolition and Renovation Permit.


10.	Asbestos is classified into 2 groups: serpentine and amphibole. The most common	variety which is in the serpentine group is:

	a.	Crocidolite
	b.	Chrysotile
	c.	Winchite
	d.	Tremolite


11.	Naturally occurring asbestos may contain any of the following:

	a.	Silicon, Magnesiun, Iron, Calcium and Water
	b.	Valuable quantities of catalysts
	c.	Materials used for making conductors
	d.	All of the above


12.	Provisions of the Federal NESHAP generally apply to all facilities except:

	a	Commercial Buildings
	b.	Hospitals
	c.	Single residential buildings having four or fewer dwelling units
	d.	Schools


13.	Demolition and Renovation requirements within the Federal NESHAP include:

	a.	Notification before disturbance
	b.	Work practices
	c.	Waste handling & disposal
	d.	None of the above
	e.	a, b & c of the above


14.	Quantification of bulk samples with low percentages of asbestos would most 	appropriately be analyzed using which of the following methods?

	a.	TEM with FID
	b.	PCM
	c.	PLM with point counting
	d.	SEM


15.	Federal OSHA (Occupational Safety & Health Administration) Regulations 	pertaining to industrial asbestos operations include:

	a.	OSHA does not regulate any such operations
	b.	29 CFR 1910.1001
	c.	29 CFR 1910.134
	d.	Both b & c


16.	 The order of danger (least to worst) associated with exposure to the various 	types of ACM is generally believed to be Crocidolite, Amosite, Chrysotile.

	a.	True
	b.	False


17.	It is estimated that how many manufactured products (produced during the 1960s 	and 1970s) contain asbestos?

	a.	1,500
	b.	3,000
	c.	10,000
	d.	100,000


18.	Asbestosis is also referred to as:

	a.	Lung cancer
	b.	Pleurisy
	c.	Mesothelioma
	d.	None of the above


19.	The latency period (exposure to contraction) of Mesothelioma, a rare form of 	cancer, is usually about:

	a.	10-15 years
	b.	15-20 years
	c.	20-30 years
	d.	30-40 years


20.	Under NESHAP, the acronym ACWM stands for?

	a.	Asbestos Control Wetting Material
	b.	Alternative Control Waste Method
	c.	Allowable Concentration of Waste Material
	d.	Asbestos Containing Waste Material


[bookmark: _GoBack]21.	Cigarette smoking has a synergistic effect (about 90X) with asbestos exposure 	in which of the following diseases?

	a.	Lung Cancer
	b.	Asbestosis
	c.	Mesothelioma
	d.	Bronchial dilution


22.	From lowest to highest rated protection factors, respirators can be generally rated as 	follows:

	a.	Half mask dual cartridge, full face dual cartridge, amphibole dual cartridge, 		powered air purifying
	b.	Half mask dual cartridge, full face dual cartridge, powered air 				purifying, SCBA
	c.	Half mask dual cartridge, powered air purifying, full face dual cartridge, 			SCBA
	d.	Powered air purifying, half mask dual cartridge, full face dual 				cartridge, amphibole triple cartridge


23.	Methods of asbestos analysis include:

	a.	Polarized light microscopy (PLM)
	b.	Phased contrast microscopy (PCM)
	c.	Transmission electron microscopy (TEM)
	d.	All of the above


24.	“Friable” means any material containing more than 1% asbestos, as determined by 	PLM, that when dry cannot be crumbled, pulverized or reduced to powder by hand 	pressure.

	a.	True
	b.	False


25.	Sec. 61.150 of the Federal NESHAP covers waste disposal of ACM demolition 	and renovation operations.

	a.	True
	b.	False
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